llinois Department of Transportation

Memorandum
To: Regional Engineers
From: Omer M. Osman q&w\-ﬂ/\ “WoliL
Subject: Special Provision for Errata for the 2016 Standard
Specifications
Date: January 8, 2016

This special provision was developed by the Bureau of Design & Environment
(BDE) to correct errors and omissions in the Standard Specifications for Road
and Bridge Construction, Adopted April 1, 2016.

This special provision should be inserted into all contracts.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the April 22, 2016 and subsequent lettings. The Project
Development and Implementation Section will include a copy in the contract.
This special provision will be available on the transfer directory

January 8, 2016.
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ERRATA FOR THE 2016 STANDARD SPECIFICATIONS (BDE)

Effective: April 1, 2016
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Article 204.02. In the seventh line of the first paragraph change “AASHTO T 99
{Method C)” to “lllinois Modified AASHTO T 99 (Method C)”.

Article 205.06. In the first sentence of the third paragraph change “AASHTO T 99
{(Method C)” to “lllinois Modified AASHTO T 99 (Method C)”.

Article 205.06. In the first sentence of the fourth paragraph change “AASHTO T 99
{(Method C)" to “lllinois Medified AASHTO T 99 (Method C)”, and in the second
sentence change “AASHTO T 224" to "lllinois Medified AASHTO T 99 (Annex AT)".

Article 205.06. In the second line of the fifth paragraph change “AASHTO T 191"
to “lllinois Modified AASHTO T 191"

Article 205.06. In the sixth line of the eighth paragraph change “AASHTO T 99
(Method C)” to “lllinois Modified AASHTO T 99 (Method C)”.

Article 302.09. In the second sentence of the fifth paragraph change "AASHTO
T191" to “lllinois Modified AASHTO T 191", and in the third sentence change
“AASHTO T 99" to “illinois Modified AASHTO T 99”.

Arlicle 310.09. In the second sentence of the second paragraph change “AASHTO
T 191" to "llincis Modified AASHTO T 1917, and in the third sentence change
“AASHTO T 99" o “lllincis Modified AASHTO T 99"

Article 311.05(a). In the first sentence of the fifth paragraph change “AASHTO
T 99 (Method C)” to “lliincis Modified AASHTO T 99 (Method C)°, and in the
second sentence change "AASHTO T 224" to “lliinois Modified AASHTO T 99
(Annex A1)".

Article 311.05(a). In the second line of the sixth paragraph change "AASHTO
T 191" to “lllinois Modified AASHTO T 191"

Article 351.05(a). In the second sentence of the fifth paragraph change "AASHTO
T 99 (Method C)" to "lllincis Modified AASHTO T 99 (Method C})", and in the third
sentence change “AASHTO T 224" to “lllinois Modified AASHTO T 99 (Annex A1)".

Article 351.05(a). In the second line of the sixth paragraph change “AASHTO
T 191" to “lllinois Modified AASHTO T 1917

Article 352.11. [n the second sentence of the fourth paragraph change “AASHTO
T 191" to “illinois Modified AASHTO T 191", and in the third sentence change
“AASHTO T 134 (Method B)” to “Iilinois Modified AASHTO T 134 (Method B)”.
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Article 352.12. In the first sentence of the first paragraph change "AASHTO T 227
to “lllinois Modified AASHTO T 22", and in the second sentence change “AASHTO
T 134 (Method B)Y” to “lllinois Modified AASHTO T 134 (Method B)".

Article 406.07(a). After the footnotes in Table 1 - Minimum Roller Requirements for
HMA add the following:

Vp -

3W-

‘EQUIPMENT DEFINITION

Vibratory roller, static mode, minimum 125 Ib/in. (2.2 kg/mm) of roller
width. Maximum speed = 3 mph (5 km/h) or 264 fi/min (80 m/min). If the
vibratory roller does not eliminate roller marks, its use shall he
discontinued and a tandem roller, adequately ballasted to remove roller
marks, shall be used.

Vibratory roller, dynamic mode, operated at a speed to produce not less
than 10 impacts/ft (30 impacts/m).

Pneumatic-tired roller, max. speed 3 1/2 mph (5.5 km/h) or 308 ft/min
(92 m/min). The pneumatic-tired roller shall have a minimum tire
pressure of 80 psi (650 kPa) and shall be equipped with heat retention
shields. The self-propelled pneumatic-tired roller shall develop a
compression of not less than 300 b (53 N) nor more than 500 ib (88 N)
per in. (mm) of width of the tire tread in contact with the HMA surface.

Tandem roller for breakdown rolling, 8 to 12 tons (7 to 11 metric fons),
250 to 400 Ibfin. (44 to 70 Nfrmm) of roller width, max. speed = 3 1/2 mph
(5.5 km/h) or 308 ftfmin (92 m/min).

Tandem roller for final rolling, 200 to 400 Ib/in. (35 to 70 N/mm) of roller
width with minimum roller width of 50in. (1.25m). Ballast shall be
increased if roller marks are not eliminated. Ballast shall be decreased if
the mat shoves or distorts.

Three wheel roller, max. speed = 3 mph (5km/h) or 264 ftfmin
(80 m/min), 300 to 400 Ibfin. (53 to 70 N/mm) of roller width. The three-
wheel roller shall weigh 10 to 12 tons (9 to 11 metric tons).”

Article 505.04(p). Under Range of Clearance in the first table change “in. x 10 to
“in. x 10",

Article 542.03. In the Notes in Table 1lIB add “CPP Corrugated Polypropylene

(CPP) pipe with smooth interior”.
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Article 542.03. In the fourth column in Table IlIB {metric) change the heading for
Type 5 pipe from “CPE” to "CPP".

Article 542.03. In the Notes in Table [[IB (metric) change "PE Polyethylene {(PE)
pipe with a smooth interior” to "CPP Corrugated Polypropylene (CPP) pipe with
smooth interior”.

Article 542.04(N(2). In the third line of the second paragraph change “AASHTO
T 99 (Method C)” to "Hlinois Modified AASHTO T 99 (Method C)”.

Article 839.03. In the first sentence of the first paragraph change “AASHTO
Standard Specifications for Structural Supports for Highway Signs, Luminaires,
Traffic Signals,” to "AASHTO "“LRFD Specifications for Structural Supports for

n

Highway Signs, Luminaires, and Traffic Signais,™.

Article 640.03. In the first sentence of the first paragraph change "AASHTO
Standard Specifications for Structural Supports for Highway Signs, Luminaires, and
Traffic Signals” to “AASHTO “LRFD Specifications for Structural Supports for

nn

Highway Signs, Luminaires, and Traffic Signals™.

Article 641.03. In the first sentence of the first paragraph change "AASHTO
Standard Specifications for Structural Supports for Highway Signs, Luminaire and
Traffic Signals,” to "AASHTO “LRFD Specifications for Structural Supports for

m

Highway Signs, Luminaires, and Traffic Signals,™.

Article 727.03. In the first sentence of the third paragraph change “AASHTO
Standard Specifications for Structural Supports for Highway Signs, Luminaires and
Traffic Signals” to “AASHTO “LRFD Specifications for Structural Supporis for

23

Highway Signs, Luminaires, and Traffic Signals™.

Article 734.03(a). In the fourth line of the second paragraph change “AASHTO
T 99 (Method C)" to “lllinois Modified AASHTC T 99 (Method C)”.

Article 801.02. In the first sentence of the first paragraph change “AASHTO's
Standard Specifications for Structural Supports for Highway Signs, Luminaires, and
Traffic Signals” to "AASHTO “LRFD Specifications for Structural Supports for

n

Highway Signs, L.uminaires, and Traffic Signals™.

Article 1003.04(c). Under Gradation in the table change “(see Article 1003.02(c))"
fo “(see Article 1003.01{c))".

Article 1004.03(b). Revise the third sentence of the first paragraph to read “For
Class A (seal or cover coat), and other binder courses, the coarse aggregate shall
be Class C quality or better.”.
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Article 1020.04(e). In the third line of the first paragraph change "“ITP SCC-3" to
“ITP SCC-4".

Arficle 1069.05. In the first sentence of the tenth paragraph change "“Standard
Specifications for Structural Supports for Highway Signs, Luminaires, and Traffic
Signals™ to “AASHTO “LLRFD Specifications for Structural Supports for Highway
Signs, Luminaires, and Traffic Signals™.

Article 1070.04(b)(1). In the third sentence of the first paragraph change
“Standard Specifications of Structural Supports for Highway Signs, Luminaires
and Traffic Signals” published by AASHTO” to "AASHTO "LLRFD Specifications for
Structural Supports for Highway Signs, Luminaires, and Traffic Signals™.

Article 1077.01. In the second sentence of the first paragraph change “Standard
Specifications for Structural Supports for Highway Signs, Luminaires, and Traffic
Signals, as published by AASHTO" fo “AASHTO “LRFD Specifications for
Structural Supports for Highway Signs, Luminaires, and Traffic Signals™.

Article 1103.13(a). in the first line of the first paragraph change "Bridge Deck
Approach Slabs.” to “Bridge Deck and Approach Slabs.”.



